Order No. AA
co 547 0
co 517 0
co 207 17
co 483 0
co 362A 0
AlO 4C 1
AlO 4C 0
co 207A O
co 342 0
co 207 14
co 253 0
co 207 11
co 222 0
CcO 218 0
co 207 2
co 207 0

Operator

BP EXPLORATI

BP EXPLORATI

BP EXPLORATI

BP EXPLORATI
BP

ARCO ALASKA

ARCO ALASKA

ARCO ALASKA

ARCO ALASKA

ARCO ALASKA
ARCO ALASKA

ARCO ALASKA

ARCO ALASKA
ARCO ALASKA

ARCO ALASKA

PRUDHOE BAY FIELD
LISBURNE OIL POOL

Date
11-Feb-05

07-Apr-04

29-Jul-03

16-Jan-03

15-Jan-03

02-Oct-02

19-Apr-00

20-Dec-96

02-Nov-94

17-Nov-92

30-May-90
29-Jun-89

05-Jan-87

18-Sep-86
03-Oct-85

10-Jan-85

Current Orders

Description

Adoption of rules regulating the use of multiphase meters for well
testing and allocation of production.

Rules establishing a blow out prevention equipment pressure test
interval of fourteen days applicable to drilling and completion
operations within the Lisburne oil pool.

Conservation Order 492 amended this conservation order. This
amendment further clarifies paragraph 6 of that order.

A rule to govern the operation of development wells in all pools
within the Prudhoe Bay field with pressures communication or
leakage in any casing, tubing, or packer.

Commingle Lisburne Well (K-317B) production with Prudhoe Bay Oil

Pool Production.

Modification of the annual reporting period for the Grind and Inject
slurry operation at Prudhoe Bay.

Amend AIO 4 to initiate a Miscible Gas Enhanced Oil Recovery
Project in the Point Mcintyre Oil Pool and a Water and Gas Injection
Enhanced Oil Project in the West Beach Oil Pool. Corrected.

ELIM REQ FOR SSV IN WELLS DRILLED TO THE LISBURNE OIL

POOL

Exempt Greater Pt. Mcintyre, Prudhoe Bay Field, Pt Mcintyre,
Stump Island Oil Pool, and Lisburne Oil Pool from requirements of
20 AAC25.280. 2 FIELDS

Approves L5-24 downhole separation test. Apprvs annular
production of gas during proposed tstg.

Approves commingling of Lisburne fluids L4-14.

Modifies Rule 10 CO 207 repressure monitoring program Lisburne

Qil Pool.

Waivers required of CO 207, Rule 10(a) for a bottomhole pressure
survey in Lisburne L1-1.

Expands the boundary of CO 207 Lisburne Pool Rules.

Approves an additional grade of csg for use as top 2 joints of surf
csg for wells drilled Lisburne Oil Pool.

Revokes CO 083. Pool rules (new) for Lisburne Qil Pool in the
Prudhoe Bay Unit Field. Amended by CO 492 and CO 517.

Current
Y

Y



Order No. AA
CO 492 0
AlO 4B 0
co 362 0
AIO 4A 0
co 207 10
CcO 207 9
co 207 7
AIO 4 1
AlO 4 0
co 207 3
co 196 2
co 196 1
co 196 0
CcO 137 0
CcO 88 0
CcO 83C 0

CcO

207 12

Operator
BP EXPLORATI
ARCO ALASKA

Various

ARCO ALASKA

ARCO ALASKA
ARCO ALASKA

ARCO ALASKA

ARCO ALASKA
ARCO ALASKA

ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA

Various

PAN AMERICAN

Various

PRUDHOE BAY FIELD
LISBURNE OIL POOL

Date

26-Jun-03

13-Apr-98

12-Sep-95

12-Aug-93

12-Apr-89
24-Nov-87

17-Apr-87

28-Oct-86
11-Jul-86

09-Jan-86

19-Dec-85

11-Dec-84

06-Feb-84

09-Jan-76

25-Mar-70

12-Jan-70

Obsolete Orders

Description

Order adopting rules regulating sustained annulus pressures in
Prudhoe Bay development wells. Superseded and Replaced by CO

457B.

Authorizes underground injection for purposes of disposal via slurry
injection into three wells located at the G&l facility.

Authorizes comingling of produced fluids at the Lisburne Production
Facility from Lisburne, W Beach, N Prudhoe Bay, Niakuk, Pt
Mclintyre and Stump Is Qil Pools.

Amends AIO 004 to include the Pt. Mcintyre, Stump Island & West
Beach Oil Pools. Superceded by AlO 4C.

Approves expansion of pilot waterflood on pad DSL2.

Approves expansion pilot waterflood project including 3 injection
wells (L2-6, L2-10, L2-16) & 1 prod well (L2-14).

Approves pilot waterflood project in Lisburne Oil Pool on wells L2-
30, L2-24, L2-20 & L2-28.

Amends Rule 7 well integrity failure. Superceded by AIO 4C.

Authorizes underground injection for purposes of EOR and disposal
in EOA. Superceded by AIO 4C.

Approves Lisburne Interference Test to evaluate directional

permeability.

Request for extension of long-term testing well L2-6 (#1 S. Pt St

well)..

Exc to the 2000:1 gas-oil ratios limitations to permit additional long
term test of #1 S. Pt St well.

Exc to 20 AAC 25.240. Gas-Oil ratios for conducting long term prod
test of S. Pt State Well #1.

REVOKED (SEE 341). Pool rules revised for Prudhoe Oil Pool,
Prudhoe Bay Kuparuk River Oil Pool, and Prudhoe Bay Lisburne Oil
Pool. Amends rules 3 and 4 of COs 098A, 098B, 083C. 3 POOLS

REVOKED (SEE 341). Denies request to modify CO 83A, 83B &
83C. re: Definition of Kuparuk Rv, Sadlerochit & Lisburne Pools.

REVOKED CO 207. Pool rules and difinition for Prudhoe Bay Field

Lisburne Qil Pool

This number not used.

Current
N



Order No. AA  Operator

CO

547

0

PRUDHOE BAY FIELD
LISBURNE UNDEFINED WDSP POOL

Date
11-Feb-05

Current Orders

Description

Adoption of rules regulating the use of multiphase meters for well
testing and allocation of production.

Current
Y



Order No. AA
co 547 0
co 362A 1
SIO 1 0
AEO 1 0

Operator

BP EXPLORATI

BP EXPLORATI

Standard

PRUDHOE BAY FIELD

Date
11-Feb-05

03-Feb-04

15-Jan-91

11-Jul-86

*No Pool*
Current Orders

Description

Adoption of rules regulating the use of multiphase meters for well
testing and allocation of production.

Commingle production from Lisburne Well L2-14A with production
from the Prudhoe Bay Oil Pool with terms and conditions.

Authorizing the underground storage of liquid hydrocarbons by
injection into the undefined Kuparuk reservior in the Pt Mcintyre #6
well.

Exempts portions of all aquifers in Western Operating Area & K Pad
for Class Il injection.

Current
Y

Y



Order No. AA
CO 436 0
CcO 401 0
CO 400 0
CO 398 0
CoO 385 0
co 382 0
CcO 356 A 0
co 381 0
co 379 0
CO 356 0
CO 346 0
CcO 339 0
co 328 0
coO 325 0
CoO 324 0
coO 320 0
CcO 316 0
coO 314 0
co 310 0
CO 303 0
co 298 0
CcO 296 0
CO 294 0
CcO 293 0
co 291 0
CO 264 0
CO 249 0
CO 248 0
CcO 239 0
co 207 1
co 167 0
CcO 160 0
co 155 0
co 148 0

Operator
BP

BP
ARCO ALASKA

BP
ARCO ALASKA

ARCO ALASKA

BP
ARCO ALASKA
BP
BP
BP
BP
BP
BP
BP
BP
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
BP
ARCO ALASKA
ARCO ALASKA

SOHIO
SOHIO
SOHIO

ARCO ALASKA

PRUDHOE BAY FIELD

*No Pool*

Spacing Exception Orders

Date
15-Dec-98

18-Aug-97
13-Aug-97

04-Aug-97
26-Nov-96

10-Sep-96

09-Aug-96
04-Jun-96
15-Apr-96
17-Apr-95
21-Nov-94
03-Oct-94
10-Jan-94
03-Dec-93
18-Nov-93
23-Sep-93
25-May-93
27-Apr-93
05-Feb-93
31-Dec-92
14-Aug-92
03-Apr-92
20-Mar-92
20-Mar-92
11-Mar-92
14-Dec-90
23-Jan-90
17-Jan-90
22-Feb-89
21-May-85

17-Jul-80

06-Dec-79

03-Jul-79

04-Nov-77

Description

Spacing exception for Prudhoe Bay Unit V-200 deviated exploratory
oil well to an undefined pool in the North West portion of the
Prudhoe Bay Unit.

Spacing exception for Niakuk 39 exploration oil well.

Spacing exception for West Niakuk No.4 delineation oil well in the
Prudhoe Bay Unit.

Spacing exception for Niakuk 41ST exploration oil well.

Spacing exception for West NIAKUK #3 delineation oil well in the
Prudhoe Bay Unit

Spacing exception for the Point Mcintyre P1-09 delineation oil well in
Prudhoe Bay Unit.

Spacing exception for Niakuk 13 development oil well.
Spacing exception for W. Niakuk #2 delineation oil well.
Spacing exception for Niakuk 14 development oil well
Spacing exception for Niakuk 13 development oil well.
Spacing exception for Niakuk #9 development oil well.
Spacing exception for Niakuk 19 exploratory oil well.
Spacing exception for Niakuk # 12A development oil well.
Spacing exception for Niakuk # 10 well.

Spacing exception - Niakuk #18 development oil well.
Spacing exception to drill Niakuk #22 well.

Spacing exception for P1-05.

Spacing exception for P1-08, P1-13.

Spacing exception for P1-04, P1-16, P1-17, P1-21.
Spacing exception for North Prudhoe Bay St #3.
Spacing exception - wells P1-11, P1-21, P2-31, P2-47, P2-56.
Spacing exception - well P2-51.

Spacing exception - well P2-56.

Spacing exception - well P2-50.

Spacing exception - well P2-49

Spacing exception for West Beach St #4 well.

Spacing exception for Point Mclintyre #7.

Spacing exception for Point Mclntyre #6.

Spacing exception for Point MclIntyre St #4.

Spacing exception for the Prudhoe Bay Unit L2-26 well in the
Lisburn QOil Pool of the Prudhoe Bay Field.

REVOKED (SEE 341). Spacing exception for Prudhoe Bay Unit #Y-
1.

REVOKED (SEE 341). Spacing exception for Prudhoe Bay Unit #R-
2.

REVOKED (SEE 341). Spacing exception Sohio Prudhoe Bay Unit
Q-7 well.

REVOKED (SEE 341). Spacing exception for DS 3-4.

Current
Y
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Order No. AA
co 140 0
co 139 0
CcO 138 0
co M7A 0
co 117 0
co 97 0
co 96 0
CcO 87 0

Operator
ARCO ALASKA

ARCO ALASKA
GETTY OIL CO
BP
BP
BP

ARCO ALASKA
MOBIL OIL COR

PRUDHOE BAY FIELD

*No Pool*

Spacing Exception Orders

Date
25-May-76

19-Jan-76
10-Nov-75
07-Sep-73
05-Mar-73
16-Dec-70

23-Sep-70
20-Feb-70

Description

REVOKED (SEE 341). Spacing exception for Prudhoe Bay Well #E-
6.

REVOKED (SEE 341). Spacing exception for DS 2-7.
REVOKED (SEE 341). Spacing exception - 2-10-13 St #1.
REVOKED (SEE 341). Spacing exception for 2 wells.
REVOKED (SEE 341). Spacing exception for 2 wells.

REVOKED (SEE 341). Spacing exception for Put River N-3. (23-18-
11-13)

REVOKED (SEE 341). Spacing exception for DS 2-3. (23-31-11-15)
REVOKED (SEE 341). Spacing exception Kuparuk St #7-11-12.

Current
N



Order No. AA
co 145 A +02
co 145A +02
CcO 145A +02
co 145 A +02
co 207 16
co 145A +02
co 145A +02
CcO 145A +02
co 145 A +02
co 145A +02
CcO 145A +02
co 145 A +02
co 145A +02
CcO 145A +02
co 145A +02
co 145A +02
co 145A +02
co 145A +02
co 207 15
co 145 A +02
co 145 A +02
co 145A +02
CcO 145 A +02
co 145 A +02
co 145A +02
CcO 145A +02

Operator
ARCO ALASKA

ARCO ALASKA
ARCO ALASKA

BP

ARCO ALASKA
BP
ARCO ALASKA

ARCO ALASKA
BP
BP
BP
BP

BP
ARCO ALASKA

BP
BP
BP

ARCO ALASKA

ARCO ALASKA
BP
BP
BP
BP
BP
BP

BP

PRUDHOE BAY FIELD

Date
29-Nov-94

23-Aug-94
18-Aug-94

18-Jul-94

15-Jun-94
06-Jun-94
17-May-94

13-Apr-94

30-Dec-93

29-Dec-93

23-Nov-93

09-Nov-93

08-Nov-93
09-Sep-93

07-Sep-93

09-Jul-93

09-Jul-93

15-Jun-93

20-May-93

07-Apr-93

31-Mar-93

23-Mar-93

04-Feb-93

30-Dec-92

13-Nov-92

07-Oct-92

*No Pool*
Obsolete Orders

Description

REVOKED (SEE 341). Flare additional vol, Flow station 2, Prudhoe
Bay Unit-EOA
REVOKED (SEE 341). Flare additional vol, Prudhoe Bay Unit-EOA

REVOKED (SEE 341). Flaring additional vol, Central Compressor
Plant- EOA.

REVOKED (SEE 341). Flaring additional vol GC #1 Prudhoe Bay
Unit-WOA.

Flare additional volume, Lisburne Prod Center
REVOKED (SEE 341). Flare addition vol, Prudhoe Bay Unit-WOA.

REVOKED (SEE 341). Flaring additional volume EOA, Prudhoe Bay
Unit.

REVOKED (SEE 341). Flaring additional volume, Prudhoe Bay Unit-
EOA.

REVOKED (SEE 341). Flaring addional volume, GC2 up to 150
MMCF.

REVOKED (SEE 341). Flaring additional volume Prudhoe Bay Unit-
WOA GC #1.

REVOKED (SEE 341). Flaring additional volume, GC #1 Prudhoe
Bay Unit-WOA.

REVOKED (SEE 341). Flaring additional volume up to 150 MMCF at
Prudhoe Bay Unit-WOA GC #1.

REVOKED (SEE 341). Flaring additional volume GC #3, WOA.

REVOKED (SEE 341). Flaring additional vol EOA, 2 MMCF at FS3
& 300 MMCF at CGF.

REVOKED (SEE 341). Flaring additinal vol up to 1200 MMCF gas at
GS1.

REVOKED (SEE 341).Flaring up to 1200 MMCF gas over & above
the design sfty flare of GC1.

REVOKED (SEE 341). Flaring up to 250 MMCF gas over & above
the design sfty flare of GC3.

REVOKED (SEE 341). Flaring up to 2 MMCF of gas over & above
dsiignated safety flrs or FS 1 & 3; 5 MMCF gas over & above
designated sfty flre of FS 2 & 500 MMCF of gas over & above the
desig sfty flre of CGF.

Flaring additional volume LPC, Prudhoe Bay Unit.

REVOKED (SEE 341). Flaring up to 900 MMCF of gas over and
above the designated safety flare of GC3. Original AA signed
3/31/1993.

REVOKED (SEE 341). Flaring up to 300 MMCF of gas over and
above the designated safety flare of GC1.

REVOKED (SEE 341). Flaring up to 100 MMCF of gas over and
above the designated safety flare of GC3.

REVOKED (SEE 341). Flaring up to 1.3 MMCF of gas over and
above the designated safety flare of GC2.

REVOKED (SEE 341). Flaring up to 5500 MMCF of gas over and
above the designated safety flare of GC1.

REVOKED (SEE 341). Flaring up to 300 MMCF gas over and above
the designated safety flare of GC1.

REVOKED (SEE 341). Flaring up to 1.1 MMCF gas GC3 WOA 10/7.

Current
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Order No. AA
co 145A +02
co 145 A +02
CcO 145A +02
co 145 A +02
co 145A +02
co 145A 99
co 145A 98
CcO 145A 97
co 145A 96
co 145A 95
CcO 145A 94
co 207 13
cO 145A 93
co 145A 92
co 145A 91
co 145A 90
co 145A 89
CcO 145A 88
co 145A 87
co 145A 86
CcO 145A 85
co 145A 84
co 145A 83
co 145A 82
co 145A 81
CcO 145A 80
co 145A 79
co 145A 78
co 145A 77
co 145A 76
CcO 145A 75
co 145A 74
co 145A 73

Operator
BP

BP
BP
BP

BP
ARCO ALASKA

BP
BP
ARCO ALASKA
ARCO ALASKA

BP
ARCO ALASKA
BP
BP
BP
BP

ARCO ALASKA
BP
ARCO ALASKA

BP
ARCO ALASKA
BP

ARCO ALASKA
ARCO ALASKA
BP

ARCO ALASKA
ARCO ALASKA
BP

ARCO ALASKA
ARCO ALASKA
ARCO ALASKA

ARCO ALASKA
ARCO ALASKA

PRUDHOE BAY FIELD

Date
15-Sep-92

31-Aug-92
07-Aug-92
28-Jul-92

28-Jul-92

28-Jul-92

10-Jul-92
27-Apr-92
24-Apr-92
16-Apr-92

16-Apr-92
31-Mar-92
28-Feb-92
10-Feb-92
13-Jan-92
20-Nov-91

06-Sep-91
30-Aug-91
23-Aug-91

30-Jul-91

26-Jul-91

19-Jul-91

15-Jul-91
12-Jul-91
11-Jul-91
05-Jun-91
24-Apr-91
18-Apr-91
15-Apr-91
05-Apr-91
13-Mar-91

08-Mar-91
11-Jan-91

*No Pool*

Description

Obsolete Orders

REVOKED (SEE 341). Flaring up to 1900 MMCF gas GC2 WOA

9/26.

REVOKED (SEE 341). Flaring up to 1.5 MMCF gas GC3 WOA 9/1.
REVOKED (SEE 341). Flaring up to 100 MMCF gas GCs WOA 8/9.
REVOKED (SEE 341). Flaring up to 150 MMCF gas GC2 WOA 7/20

[verbal bew 7/20].

REVOKED (SEE 341). Flaring up to 100 MMCF gas GCs 1 & 2

WOA 8/7.

REVOKED (SEE 341). Flaring up to 100 MMCF gas FS 1,2,3 EOA;

CGF/CCP WOA 8/7.
REVOKED (SEE 341
REVOKED (SEE 341
REVOKED (SEE 341
REVOKED (SEE 341

)-
)-
)-
)-

Flaring up to 500 MMCF gas GS2 WOA 8/6.

Flaring up to 5 MMCF gas GC1 WOA 4/27.
Flaring up to 15 MMCF gas CCP EOA 4/24.
Flaring up to 4 MMCF gas FS1; 20 MMCF

FS2; 10 MMCF GS3; 10 MMCF CCP; 4/19.

REVOKED (SEE 341). Flaring up to 100 MMCF gas GC3 WOA 5/8.
Approves additional flaring at LPC up to 50 MMCF.

REVOKED (SEE 341). Flaring up to 20 MMCF gas GC3 WOA 2/28.

REVOKED (SEE 341

).

Flaring up to 10 MMCF gas GC3 WOA 2/10.

REVOKED (SEE 341).Flaring up to 1 BCF gas GC3 WOA 1/17.
REVOKED (SEE 341). Flaring up to 200 MMCF gas GC3 WOA

(
(
(
(

11/20.

REVOKED (SEE 341). Flaring up to 3 MMCF gas FS3 EOA 9/7.
REVOKED (SEE 341). Flaring up to 100 MMCF gas WOA GSs 9/1.

REVOKED (SEE 341). Flaring up to 200 MMCF gas FSs 1,2,3:
CGF; CCP EOA 8/25.

REVOKED (SEE 341). Flaring up to 100 MMCF gas GSs 2 & 3

WOA 7/30.

REVOKED (SEE 341). Flaring up to 300 MMCF gas FSs 1,2,3 EOA
8/6. {7/30 errata: eff date 7/29}

REVOKED (SEE 341). Flaring up to 100 MMCF gas GC1 & 125
MMCF gas GC2 7/20.

REVOKED (SEE 341
REVOKED (SEE 341
REVOKED (SEE 341
REVOKED (SEE 341
REVOKED (SEE 341
REVOKED (SEE 341
REVOKED (SEE 341
REVOKED (SEE 341
REVOKED (SEE 341

3/14 & 3/21.

)-
)-
)-
)-
)-
)-
)-
)-
)-

Flaring up to 2.5 MMCF gas FS3 EOA 7/17.
Flaring up to 5 MMCF gas CCP EOA 7/12.
Flaring up to 100 MMCF gas GC3 WOA 7/11.
Flaring up to 350 MMCF gas CGF EOA 6/7.
Flaring up to 3.3 MMCF gas FS3 4/27.
Flaring up to 400 MMCF gas GC1 4/20.
Flaring up to 30 MMCF gas CCP 4/15.
Flaring up to 3 MMCF gas FS1 4/6.

Flaring up to 6 MMCF gas FS3 - 2 tests:

REVOKED (SEE 341). Flaring up to 3 MMCF gas CCP 3/11/91.
REVOKED (SEE 341). Flaring up to 100 MMCF gas CGF 1/21/91.

Current
N

N
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Order No. AA
co 145A 72
co 145A 71
CcO 145A 70
co 145A 69
co 145A 68
co 145A 67
co 145A 66
CcO 145A 65
co 145A 64
co 145A 63
CcO 145A 62
co 145A 61
co 145A 60
co 145A 59
cO 145A 58
co 145A 57
CcO 145A 56
co 145A 55
co 145A 54
co 145A 53
co 145A 52
CcO 145A 51
co 145A 50
co 145A 49
co 145A 48
co 145A 47
CcO 145A 46
co 145A 45
co 145A 44
CcO 145A 43
co 145A 42
co 145A 41
co 145A 40

Operator
ARCO ALASKA
ARCO ALASKA

BP
ARCO ALASKA

BP
BP

BP
ARCO ALASKA

BP

ARCO ALASKA
ARCO ALASKA
ARCO ALASKA

ARCO ALASKA
ARCO ALASKA
BP

ARCO ALASKA
ARCO ALASKA

ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA

BP
ARCO ALASKA
BP
ARCO ALASKA

BP
ARCO ALASKA
ARCO ALASKA

ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA

PRUDHOE BAY FIELD

Date
21-Dec-90
11-Dec-90

06-Nov-90
30-Oct-90

23-Oct-90

20-Sep-90

20-Sep-90
17-Sep-90

12-Sep-90
12-Sep-90
05-Sep-90
31-Aug-90

01-Aug-90
20-Jul-90
16-Jul-90
12-Jul-90
07-Jun-90

06-Jun-90
25-May-90
18-May-90
01-May-90
19-Apr-90

01-Mar-90
29-Jan-90
19-Dec-89
01-Dec-89

25-Oct-89
18-Sep-89
12-Sep-89

01-Sep-89

07-Jul-89
29-Jun-89
04-May-89

*No Pool*

Obsolete Orders

Description
REVOKED (SEE 341).

REVOKED (SEE 341).
12/14/90.

REVOKED (SEE 341).

REVOKED (SEE 341).
11/1/90.

REVOKED (SEE 341).
10/25/90.

REVOKED (SEE 341).
10/01/90.

REVOKED (SEE 341). Flaring up to 50 MMCF gas Endicott prod fac.

REVOKED (SEE 341).
CCP & CGF.

REVOKED (SEE 341).
REVOKED (SEE 341).
REVOKED (SEE 341).

REVOKED. (see 341).

Flaring up to 50 MMCF gas CCP 12/21/90.
Flaring up to 19 MMCF gas FS1 EOA

Flaring up to 700 MMCF gas GC3 11/7/90.
Flaring up to 150 MMCF gas CCP & CGF

Flaring up to 750 MMCF gas GCs 1 & 2

Flaring up to 20 MMCF gas GCs 1 & 2

Flaring up to 750 MMCF gas - GCs 1,2,3;

Flaring up to 500 MMCF gas - GCs 1,2,3.
Flaring up to 15 MMCF gas FS#1.
Flaring up to 1.5 MMCF gas WOA CG#2.
Flaring up to 30 MMCF gas CGF. The

original admin approval was approved 08/28/90. See letter from

operator.

REVOKED (SEE 341).

REVOKED (SEE 341).

REVOKED (SEE 341).

REVOKED (SEE 341).
)

REVOKED (SEE 341
MMSCF gas at FS#3.

REVOKED (SEE 341).
REVOKED (SEE 341).
REVOKED (SEE 341).
REVOKED (SEE 341).
REVOKED (SEE 341).

Flaring up to 15 MMCF gas - FS#3.
Flaring up to 10 MMCF gas - FS#2.
Flaring up to 40 MMCF gas - GC#3.
Flaring up to 40 MMCF gas - GCs 1,2,3.
Flaring up to 2 MMCF gas at FS#2 & 3

Flaring up to 40 MMCF gas - GCs 1,2,3.
Flaring up to 15 MMCF gas - GCs 1,2,3.
Flaring up to 2 MMCF gas - FS#3.
Flaring up to 23 MMCF gas - GCs 1,2,3.
Flaring up to 80 MMCF gas - Centrl

Compressr Plant (CCP).

REVOKED (SEE 341).
REVOKED (SEE 341)
REVOKED (SEE 341).

)

REVOKED (SEE 341).
Facility (CGF).

REVOKED (SEE 341).
REVOKED (SEE 341).

REVOKED (SEE 341).
Fac (LPC).

REVOKED (SEE 341).

(

REVOKED (SEE 341).
(
(

1
1

REVOKED (SEE 341).
REVOKED (SEE 341).

Flaring up to 80 MMCF gas - GC#3.

. Flaring up to 3 MMCF gas - FS#3.

Flaring up to 2 BCF gas - GC#3.
Flaring up to 13 MMCF gas - Central Gas

Flaring up to 250 MMCF gas - GC#2.
Flaring up to 900 MMCF gas - GC#3.
Flaring up to 15 MMCF gas - Lisburne Prod

Flaring up to 3.25 MMCF gas - FS-3.
Flaring up to 35 MMCF gas - FS-2.
Flaring up to 15 MMCF gas - FS-2.
Flaring up to 4 MMCF gas - FS-1.

Current
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Order No. AA
co 145A 39
co 145A 38
CcO 145A 37
co 145A 36
co 145A 35
co 145A 34
co 145A 33
CcO 145A 32
co 145A 31
co 145A 30
co 145A 29
co 145A 28
co 145A 27
co 145A 26
co 145A 25
CcO 207 8
co 145A 24
co 145A 23
co 145A 22
co 207 6
co 145A 21
co 207 5
co 145A 20
CcO 145A 19
co 145A 18
co 145A 17
co 145A 16
co 145A 15
co 145A 14
co 207 4

Operator
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA

ARCO ALASKA
ARCO ALASKA
ARCO ALASKA

ARCO ALASKA
ARCO ALASKA

ARCO ALASKA
Standard

ARCO ALASKA
ARCO ALASKA

STANDARD AL
ARCO ALASKA

ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA

STANDARD AL
ARCO ALASKA
ARCO ALASKA
Standard
Standard
ARCO ALASKA

ARCO ALASKA

PRUDHOE BAY FIELD

Date
03-Mar-89
26-Jan-89
06-Jan-89
05-Oct-88
22-Sep-88

31-May-88
22-Apr-88
04-Apr-88

10-Mar-88

03-Mar-88

26-Feb-88

27-Nov-87
28-Sep-87

23-Sep-87

10-Aug-87

23-Jul-87
04-May-87

26-Mar-87

17-Mar-87

12-Mar-87
19-Feb-87
06-Feb-87
28-Jan-87

28-Jan-87

13-Nov-86

10-Nov-86

06-Oct-86

23-Sep-86

04-Sep-86

14-Aug-86

*No Pool*

Obsolete Orders

Description

REVOKED (SEE 341).
REVOKED (SEE 341).
REVOKED (SEE 341).
REVOKED (SEE 341).
REVOKED (SEE 341).
REVOKED (SEE 341).
REVOKED (SEE 341).
REVOKED (SEE 341).

12.5 MMSCF FS-2.

REVOKED (SEE 341).

gas - CCP.

REVOKED (SEE 341).

MMSCF gas - CGF.

REVOKED (SEE 341).

Flaring up to 50 MMCF gas - FS-2.
Flaring up to 50 MMCF gas - FS-1.
Flaring up to 15,700 MMCF gas - FS-2.
Flaring up to 7 MMSCF gas - FS-1.
Flaring up to 2 MMSCF gas - FS-3.
Flaring up to 300 MMSCF gas - CGF.
Flaring up to 28 MMSCF gas - FS-2.
Flaring approved for approx 24 hrs up to

Flaring apprved for 5 days up to 5 MMSCF
Flaring approved for 10 days up to 5

Flaring excess 5 MMSCF Prudhoe Bay Unit

CCP.
REVOKED (SEE 341). Flaring excess vol 35 MMSCF FS-3.

REVOKED (SEE 341). Flaring addl vol 50 MMSCF for LPF shtdwn
& restart; & addl 60 MMSCEF for LPF rig-up/rig-down wkvr LGI-6.

REVOKED (SEE 341). Flaring addl vols for FS-1(15 MMSCF); FS-
2(10 MMSCF); FS-3(10 MMSCF); CGF(13 MMSCF).

REVOKED (SEE 341). Flaring excess vol not more than 50
MMSCF addl gas GC-1.

Flaring additional 200 MMSCF @ LPF & LGI.

REVOKED (SEE 341). Flaring up to 30 MMSCF gas at FS3 until
compression system repaired. Revoked by CO 341.

REVOKED (SEE 341). Flaring no more than 50 MMSCF addl gas -
GC-1.

REVOKED (SEE 341). Flaring up to 30 MMSCF/day of Ml until
repairs made to 2nd MI compressor.

Flaring total of 300 MMSCF during startup of Lisburne depropanizer.
REVOKED (SEE 341). Flaring additional 500 MMSCF gas CGF.
Flaring duration during startup of Lisburne Prod Center.

REVOKED (SEE 341). Flaring an additional 1 MMSCF to complete
GCF startup.

REVOKED (SEE 341). Flaring up to 50 MMSCF gas GC-1 1/26-
30/87.

REVOKED (SEE 341). Flaring up to 4.15 MMSCF gas from FS
1,2,3 starting 11/18/86.

REVOKED (SEE 341). Flaring up to 1.43 MMSCF gas 11/15/86-
start up CGF-w/progress report by 1/15/87.

REVOKED (SEE 341). Flaring up to 4 MMSCF gas 10/16-22/86 GC
3.

REVOKED (SEE 341). Flaring up to 8 MMSCF gas from GCs 1,2
9/25, 9/27/86.

REVOKED (SEE 341). Flaring up to 20 MMSCF gas at FS3 9/5/86
for 7 days.

Flaring 4.4 BSCF gas 60 days beginning 12/86.

Current
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Order No. AA
co 145A 13
co 145A 12
co 145A 11
co 145A 10
co 145A 9
CcO 145 A 8
co 145A 7
co 174 0
co 145A 6
CcO 145 A 5
co 145A 3
co 145A 4
Co 145A 1
co 145 3
co 145A 0
co 98B 8
CcO 98 B 7
co 98B 6
co 98B 4
CcO 98 B 3
co 91E 0
co 91D 0
CcO 91C 0
co 130 0
CcO 91B 0

Operator
Standard

ARCO ALASKA
ARCO ALASKA
Standard
Standard
Standard
SOHIO

Arco-SOHIO

ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
Arco-SOHIO

ARCO ALASKA

Arco-BP

BP
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA

ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA

ARCO ALASKA

PRUDHOE BAY FIELD

Date
08-Aug-86

15-Jul-86

11-Jun-86

09-Apr-86

02-Apr-86

25-Mar-86

13-Feb-86

01-Jul-81

29-Oct-80

05-Aug-80

08-Nov-78

08-Nov-78

14-Sep-78

14-Mar-78

12-Jan-78

29-Mar-77

25-Jan-77

15-Nov-76

11-Oct-76

01-Oct-76

22-Sep-76
27-Feb-76
18-Sep-75
15-Jan-75

19-Nov-74

*No Pool*
Obsolete Orders

Description

REVOKED (SEE 341). Flaring up to 25 MMSCF gas at GCs 1,2,3
8/7 to 9/20/86.

REVOKED (SEE 341). Flaring up to 55 MMSCF gas at FS 1, 7/16
to 8/7/86.

REVOKED (SEE 341). Flaring up to 34 MMSCF produced gas at
FS3 for plant turnaround from 6/15/86-7/15/86.

REVOKED (SEE 341). Flaring up to 4 MMSCF gas to collect
vibration data at GC-1/GC-3 to be complete by 4/17/86.

REVOKED (SEE 341). Flaring up to 25 MMSCF produced gas in 2
separate Flare/Relief tests GC2 complete by 04/10/86.

REVOKED (SEE 341). Flaring up to 37 MMSCF produced gas in 2
separate Flare/Relief tests GC2 & GC-3 complete in Mar.

REVOKED (SEE 341). Flaring up to 104MMSCF produced gas
during 5 Flare/Relief tests at GS-1, GS-2, GC-3 by 02/17/86.

REVOKED (SEE 341). Amends rule 2 of CO 145 to read as follows:
No restrictions as to well spacing except no pay closer than 500 feet
to boundry.

REVOKED (SEE 341). Flaring ext 145A.005 until 12-31-80 for large
diameter flowline testing.

REVOKED (SEE 341). Flaring permitted to 275 MMSCF while
testing large diameter flowline at low pressure.

MISSING FROM BOOK. REVOKED (SEE 341). Flaring to
commission Flow Station #1.

REVOKED (SEE 341). Flaring permitted to commission Flow
Station #3.

REVOKED (SEE 341). Flaring gas during testing of separator
capacities.

REVOKED (SEE 341). Flaring during commissioning Gathering Ctr
#3.

REVOKED (SEE 341). Flaring: Determine the amount of gas
necessary for safety flares at the Prudhoe Bay Field and other
matters related to gas flaring.

REVOKED (SEE 341). Flaring of gas for purposes of
commissioning Gathering Centers 1 & 2.

REVOKED (SEE 341). Flaring permitted for purging,
commissioning and testing for G.C. 1 and 2.

REVOKED (SEE 341). Flaring permited for operational necessity
flaring with restrictions.

REVOKED (SEE 341). Flaring permitted during pruging,
commissioning and testing of Field Fuel Gas Unit.

REVOKED (SEE 341). Flaring permited, 600 MCFPD for safety
flare at Field Fuel Gas Unit.

Amends CO 91D to remove throughout restrictions of COT.
COT throughput to 13000 BOPD.
REVOKED. Replaces CO 091A and 091B.

REVOKED (SEE 341). Cancels CO 117 and 117A. Amends Rule 2
CO 098B Spacing. 3 POOLS

REVOKED. Amends Rule 2 of CO 91A. COT throughput up to
7200 BOPD and flaring to 3200 MCFPD.

Current
N

N
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Order No. AA
co 91A 0
co 98B 2
CcO 98B 1
co 91 4
co 91 3
co 91 2
co 98 0
CcO 91 1
co 83 0
co 91 0
co 145A 2

Operator
ARCO ALASKA

BP

ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA
ARCO ALASKA

ARCO ALASKA

ARCO ALASKA

PRUDHOE BAY FIELD

Date
25-Feb-74

25-Jan-74
13-Aug-73
23-May-73
11-May-73
11-Aug-72
12-Mar-71
27-Jan-71

24-Sep-70

15-Jun-70

*No Pool*
Obsolete Orders

Description

REVOKED. Approved to flare casinghead gas COT throughput to
6300 BOPD.

REVOKED (SEE 341). Flaring for testing C-3.

REVOKED (SEE 341). Flaring of gas permitted from DS 1-1 testing.
Extends CO 91 to 6/30/74.

Allows testing of COT plant at higher rate.

Extends CO 091 to 6/3/73.

CO ORDER WAS NOT USED.

Approves increase in crude oil produced for topping plant to 5,000
b/d.

Conservation Order was not used. Three Conservation Order were
issued simultaneously 83A, 83B, 83C.

Approval to flare casinghead gas and inject fractions of crude oil into
Prudhoe Bay Sadlerochit Oil Pool. Volume of crude oil produced for
topping plant not to exceed 2750B/0O.

MISSING FROM BOOK. REVOKED (SEE CO 341).

Current
N

Z Z2 Z2 Z2 Z2 Z Z




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




